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SPECIFICATIONS MAY CHANGE WITHOUT PRIOR NOTICE. CONSULT GLOBTEK CUSTOMER SERVICE FOR LATEST SPECIFICATIONS.

ISO 9001:2008
REGISTERED

Interchangeable Blades/Q-Blades

INPUT CONNECTORS OPTIONS                                                                                       Input Connector Kit Options

      Pins or Kits must be ordered separately                                                                                      Q-KIT             Q-KIT-INTL    Q-KIT-1K              Q-KIT-7                Q-KIT-8

 1     NORTH AMERICAN: NEMA 1-15P CLASS II, 2 PINS, Q-NA(R)                                                 X                                          X                          X                          X

 2     AUSTRALIAN CONFIGURATION: SAA 2 PINS CLASS II, Q-SAA(R)                                        X                    X                    X                          X                          X

 3     UK CONFIGURATION: UK 2 PINS CLASS II, Q-UK(R)                                                              X                    X                    X                          X                          X

 4     EUROPEAN CONFIGURATION: EUROPLUG 2 PINS, CLASS II, Q-EU(R)                              X                    X                    X                          X                          X

 5     KOREAN CONFIGURATION: Q-KR(R) KS C8305, 2 PINS, CLASS II                                                                                    X                          X                          X

 6     ARGENTINA CONFIGURATION: Q-AR(R) IRAM 2073, 2 PINS, CLASS II                                                                             X                          X                          X

 7     CHINA CONFIGURATION: Q-CN(R) GB-2099, 2 PINS, CLASS II                                                                                                                                                   X

 8     INDIA CONFIGURATION: Q-IN(R) IS-1293, 6A                                                                                                                                                                               X

 9     Q-C18 IEC 320/C18 INLET                                                                                                         

10    BRAZILIAN NBR6147 CONFIGURATION:, 2 PINS, CLASS II, Q-BR(R)                                    

11    SOUTH AFRICAN SANS 164 CONFIGURATION Q-SAFRICA 15A(R)*
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11 Under Development*
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SPECIFICATIONS MAY CHANGE WITHOUT PRIOR NOTICE. CONSULT GLOBTEK CUSTOMER SERVICE FOR LATEST SPECIFICATIONS.

ISO 9001:2008
REGISTERED

Interchangeable Blades/R-Blades

INPUT CONNECTORS OPTIONS                                                                                                      Input Connector Kit Options

      Pins or Kits must be ordered separately                                                                                      R-KIT-2(R)     R-KIT-INTL-2(R)                        

 1     NORTH AMERICAN: NEMA 1-15P CLASS II, 2 PINS, R-NA-2(R)                                              X                                        

 2     AUSTRALIAN CONFIGURATION: SAA 2 PINS CLASS II, R-SAA-2(R)                                     X                    X                  

 3     UK CONFIGURATION: UK 2 PINS CLASS II, R-UK-2(R)                                                           X                    X                  

 4     EUROPEAN CONFIGURATION: EUROPLUG 2 PINS, CLASS II, R-EU-2(R)                           X                    X                  

  

1 2 3 4

INPUT CONNECTORS OPTIONS (With Ground)                                                                                        Input Connector Kit Options

      Pins or Kits must be ordered separately                                                                                                 R-KIT-3(R)              R-KIT-3-INTL(R)    

 1     CLASS I MODEL NEMA 5-15P, CLASS I AC POWER PLUG WITH 3 PINS, R-NA-3(R)                       X                                                            

 2     AUSTRALIAN AS 3112 CONFIGURATION: SAA 3 PINS CLASS I, R-SAA-3(R)                                   X                             X                                                         

 3     UK BS 1363 CONFIGURATION: UK 3 PINS (GROUND) CLASS I, R-UK-3(R)                                     X                             X                                                         

 4     EUROPEAN CEE 7/16 CONFIGURATION: EUROPLUG 3 PINS, CLASS I, R-EU-3(R)                       X                             X                            
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